Controller for STP

Molded Parts Automatic Stock System 3



STP-VO1i

" Features

(D 15% less price than our conventional stoker.

@ 27% smaller floor area than our conventional
stoker.

(® Stocker exchange cycle is reduced from 18 sec.
to 15 sec.

@ User container sizes are acceptable. (See
Mechanical Spec.)

® Controller-on-body design ensures space
saving.

® Container palletizing is provided standard.

@ Three-light (red, yellow & green) alarm beacon
is provided standard.

Controller

5in.
touch panel | £ -
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Features

@User-friendly 5 in. touch panel
@40 mold data memory
@Easy operation

Vertical-and-Horizontal Axis Inverter Motor Driven Stock System

Mechanical Spec.

Outer dimensions (DxWxH)  (mm) 1650X716X1825

Max. parts receiving height ~ (mm) 1600

Horizontal travel (mm) 1000

Max, weight capacity (including containers) (k) 10

Container size (mm) 800 (L) X500 (W)

Container exchange time (sec.)| 15

Palletizing stop accuracy (mm) +1 NOTE1

Working air pressure (MPa) | 0.5

Conveyor size (mm) 300PitchxX1660
IN conveyor (chain) ?: gn':it;?e):v;gn Loty

Option conveyor (mm)

300, 400, 500, 600W

OUT conveyor (roller)

Controller Spec.

Power supply

200VAC 50/60Hz 3-phase
Allowable voltage fluctuation +10%
Allowable frequency fluctuation =5%

Max. current (A) 10
Rated power (W) 500
Main motor (KW) | 0.2 gear ratio 1/20 for vertical and horizontal

Control method

Stored program cyclic

Speed control

Inverter

Ambient temperature range ~ (C)

0~40

Ambient humidity range (%) Relative humidity 35 tc 85 (No dew condensation)
Anti vibration ©) 0.6 or less
Noise tolerance V) 1000 or less (Noise width 1/5)

NOTE 1. Practically, allow for the clearance of container grip unit.

1.0m to 3.0m length (0.5m intervals)




Features

@ 10 sec. or less of container exchange time,
faster than STP-VO1.

@ User container sizes are acceptable. (See
Mechanical Spec.)

® Controller-on-body design ensures space saving.

@ Multi-point stop (only horizontal)

® Three-light (red, yellow & green) alarm beacon
is provided standard.

® Communication with HAS I f series robot is
available. (Option)

Mechanical Spec.

Outer dimensions Longitudinal conveyance 1600X671X1500

Conveyor Longitudinal conveyance 300pitchX1500

Parts receiving height 1500

Container ser height 1175

Container exchange time (S€C.) 10

Lifter weight capacity 50

Chuck weight capacity 6

Working air pressure 0.5

Type L W H Sets

Sanbox#36-2H 592X384X 71 15
Sanbox#36-2E 592X384X100 10

Standard container Sanbox#36-2C 592X384 X110 9
Sanbox#56E 658X448X 96 11
Sanbox#56D 658X448X122 8

Max. container size

Min. container size

Option

NOTE 1 Max. 660mm.

Containers equivalent to Gifu Plastic Industry
Longitudinal conveyance 660X450X125

Longitudinal conveyance (
IN conveyor (chain) 300 P x 1.0m to 3.0m L (0.5 interval)

IN conveyor (chain) 450 P x 1.0m to 3.0m L (0.5 interval)

)X350X250 NOTE 1

Maker

Sanko

Sanko

Sanko

Sanko

Sanko

OUT conveyor (roller) 500 W x 1.0m to 3.0m L (0.5 interval)

OUT conveyor (roller) 700 W x 1.0m to 3.0m L (0.5 interval)

Controller Spec.

Power supply

Max. current

Rated power

Control method
Ambient temperature
Ambient humidity
Anti vibration

Noise tolerance

200VAC 50/60Hz 3-phase

Allowable voltage fluctuation +=10%
Allowable frequency fluctuation +5%
5

330

Stored program cyclic

0~40

Relative humidity 35 to 85 (no dew condensation)
0.6 or less

1000 or less (Noise width 1/4s)

Features

(D Returning containers realizes saving
floor space and handling a large
number of containers.

@ User container sizes are acceptable.
(See Mechanical Spec.)

® Controller-on-body design ensures
space saving.

@ Three-light (red, yellow & green) alarm
beacon is provided standard.

® Retractable OUT roller conveyor

® Communication with HASIf series
robot is available. (Option)

Power supply
Lifter weight capacity

Unstacking unit weight capacity

200VAC 50/60Hz 3-phase

Mechanical Spec.

MAX50(including containers)

MAX20(including containers)

Upper conveyor 3 piles

Stacking capacity
Lower conveyor

Max. container size 650X450X160

Min. container size 59038040

Container exchange time (S€C.) g

Alarm beacon

OUT retractable conveyor Max. 500 advance

Features

@®Handheld type
@Easily viewable 4in. touch panel
@User-friendly controller

Red, Yellow, Green (3 colors)

Normal Warning
GREEN ORANGE

5 piles (including a pile on OUT retractable conveyor)

Error
RED



